	POWER PACK UNITS 


	· TAILOR MADE POWER PACK UNIT OF FOLLOWING CAPACITY. 

      POWER      - 1HP TO 100 HP
      PRESSURE  - 70 TO 700 kg/cm 2
          FLOW             - 0.5 LPM  TO  400  LPM 

· OIL TANK OF BOX TYPE CONSTRUCTION  (TOTALLY CLOSE ), EQUIPPED WITH OIL FILTER , AIR-BREATHER, OIL LEVEL, INDICATOR, CLEANING WINDOWS DRAIN PULG ETC. 

· MANIFOLD TYPE CIRCUITRY TO MINIMISE  INTRICATE  PIPING  STRUCTURE. 

· A COMBINATION OF  HIGH AND LOW PRESSURE  PUMPS FOR HIGH EFFICIENCY OF  THE  SYSTEM. 

· STEPLESS VARIATION OF SPEED AND PRESSURE 
· OPTIONAL COOLER ATTACHMENT FOR OIL  COOLING . 

· ALL PUMPS, VALVES AND ACCESSORIES, MOTOR AND  ELECTRICAL  EQUIPMENT   FROM  REPUTED. MANUFACTURER  ( VICKERS,  REXROTH, YUKEN, POLYHYDRON) 

· FLAME   PROOF   AND   EXPLOSION    PROOF  ELECTRICAL  MOTOR  STARTER, SWITCHES, CONTROL  PANEL, HYDRAULIC VALUE  ETC.,    FOR   POWER   PACK  UNIT    USED  IN  INFLAMMABLE  AND  HAZARDOUS  AREA. 
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